
LIFEPO4 HOME POWER

STORAGE SYSTEM

5KWH/10KWH/15KWH

Integrated Smart BMS LED Power Indicator

Multi-Protocol Communication
(CAN/RS485)

Custom Voltage & Capacity

Wide Inverter Compatibility

Caster Mobility Design

/-~

PRODUCT FEATURES



PRODUCT DIMENSION

PRODUCT APPEARANCE
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PANEL PORT DETAILS

LCD DISPLAY INFORMATION

PACKING LIST

Power Cable*2

Communication Cable*1

User Manual

BATTERY ACCESSORIES

warranty card

Premium Touch LCD Screen: User-Friendly Operation. Directly connect to the
inverter and configure the compatible inverter protocol. Monitor battery
cell voltage, capacity, temperature, cycle life, and more.

Touch LCD Display

Reset

+Positive  Port

-Negative  Port

Dry Contact

Circuit  Breaker

RS485 Port
CAN/RS485 Port

Indicator Light

RS485 Port

Touch LCD Display

Switch

RUN Indicator
ALM Indicator

State of Charge (%)



Premium LiFePO4 cells offer over 6000 cycles at 80% DOD, ensuring long-term reliability.

15kWh LiFePO4 Battery Parallel Connection Diagram.

Maximum support  15PCS in parallel connection.

Long Cycle Life & High Energy Density

PRODUCT ADVANTAGES



MATCHING INVERTER BRAND

Shenzhen SmartPropel Energy System Co.,Ltd

Telephone:

Email:

+86-755-2874 5204

Website:

sales@smartpropel.com

www.smartpropel.com

SPP3-15KWHSPP3-10KWH

Nominal Voltage

Nominal Capacity

Nominal Energy

Battery Cell

Parallel Capacity

Max.Charging Current

Max.Discharging Current

Charge Cut-off Voltage

Discharge Cut-off Voltage

Design life

Cycle life

Communication Port

Weight

Function

Operation Temperature Range

Shelf Temperature

Model

51.2V

3.2V Prismatic Battery Cell

Yes, 15 Units Maximum

100A

200A

58.4V

43.2V

100A

200A

58.4V

43.2V

15+ Years(25°C/77°F)

>6000 Cycles, 25°C

CAN,RS485

Charge: 0°C~45°C/Discharge: -20°C~55°C

-10°C~45°C(Every 1~2 months charge/discharge one time)

105kg

Bluetooth Communication / Built-in Fire Extinguishing System(Optional)

85kg

280Ah

51.2V

200Ah

14.33KWH

51.2V

100A

200A

58.4V

43.2V

110kg

300Ah

15.36KWH

SPP3-5KWH

51.2V

100A

100A

58.4V

43.2V

50kg

100Ah

5.12KWH 10.24KWH

BATTERY  SPECIFICATION


